
VIDEO ENTRY/ CDV-47 - Additional monitor

Product description

Datasheet
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Key features

The CDV-47 is a 2-wire, 7-inch digital 
colour, TFT monitor with touch screen 
and picture/video memory. 

The monitor has value added functions 
such as SOS SMS to mobile phone via GSM, 
room to room intercom, call divert and also 
a 800 x 480 pixels high resolution. The 
modern styling suits all environments and 
is compatible with all CDVI door stations. 

The 2EASY system from CDVI offers 
convenient and high quality video entry. 
The 2-wire, non polarised, enables easy 
installation.

• Slim 7” TFT-digital monitor

• Touch screen technology

• 2-wire non polarised connection

• Call diverting via GSM module 
(optional)

• Built-in picture/ video memory

Certification

DEEE

Certification

A
ll 

th
e 

in
fo

rm
at

io
n 

co
nt

ai
ne

d 
w

ith
in

 th
is 

do
cu

m
en

t (
pi

ct
ur

es
, d

ra
w

in
g,

 fe
at

ur
es

, d
im

en
sio

ns
, s

pe
ci

fic
at

io
ns

), 
co

ul
d 

be
 p

er
ce

bt
ib

ly
 d

iff
er

en
t a

nd
 c

an
 b

e 
ch

an
ge

d 
w

ith
ou

t p
rio

r n
ot

ic
e. 

- M
ar

ch
 2

02
0 

- C
D

V
I_

C
D

V-
47

_D
S_

02
_E

N
_A

4_
C

WARRANTY
YEAR
2



Unit B1 Knaves Beech Business Centre, 
Davies Way, Loudwater, 
High Wycombe HP10 9QR 

technical@cdvi.co.uk
+44 (0) 1628 531300

www.cdvi.co.uk

A
ll 

th
e 

in
fo

rm
at

io
n 

co
nt

ai
ne

d 
w

ith
in

 th
is 

do
cu

m
en

t (
pi

ct
ur

es
, d

ra
w

in
g,

 fe
at

ur
es

, d
im

en
sio

ns
, s

pe
ci

fic
at

io
ns

), 
co

ul
d 

be
 p

er
ce

bt
ib

ly
 d

iff
er

en
t a

nd
 c

an
 b

e 
ch

an
ge

d 
w

ith
ou

t p
rio

r n
ot

ic
e. 

- M
ar

ch
 2

02
0 

- C
D

V
I_

C
D

V-
47

_D
S_

02
_E

N
_A

4_
C

226 mm

131 m
m

18 mm

Monitor screen: 7 inch digital colour TFT
Video signal: 1 Vp-p, 75Ω, CCIR standard

   Display resolutions: 
 800*3 (R, G, B) x 480 pixels

 

Product Information

Power input: 12Vdc
Power supply: 20 to 28 Vdc for indoor monitor

   Wiring: 2 wires, non-polarised

Electrical Specifications
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