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COMHDMI
 Composite To HDMI/VGA Converter Kit
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TECHNICAL DATA SHEET

KEY FEATURES       
  
• Designed To Display Composite Video On VGA/HDMI 
   Monitors
•  Video Input : Composite (Via RCA Connectors)
•  Video Output : Composite (CVBS), VGA & HDMI
•  Supports NTSC & PAL (50/60Hz) Video Systems
•  Supports VGA, & HDMI Resolution
•  Supports HDMI Output 720p, 1080i & 1080p
•  Built-In Stereo Audio Input & Output
•  Adjustments Are Automatically Memorised
•  Frequency Output : 60Hz, 75Hz, 85Hz
•  On Screen Display Functions Include Resolution, 
   Brightness, Contrast, Saturation & Hue
•  Includes 2x DC5V Regulated PSU’s

ORDERING INFORMATION

COMHDMI   Converts Composite signals (Video & Audio) 
                     To Either HDMI or VGA. DC5V

COMHDMI
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Model Number  COMHDMI

Resolution 800x600, 1024x768, 1280x720, 1920x1080@60Hz

Comosite Video 1x RCA Input, 1x RCA Output

Stereo Audio 2x RCA Input - 2x RCA & 1x 3.5mm Phono Jack Outputs 

VGA Connector 1x 15-Pin Mini D-Sub (High Density)

HDMI Connector 1x HDMI

Function Buttons 4x Button

Function Adjustments Resolution, Brightness, Contrast, Saturation & Hue

Power Supply DC5V, 2A Regulated (External)

Power Consumption 110mA (Max.)

Dimensions (W x H x D) 140 x 96.5 x 32 mm

Weight 350g
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TECHNICAL SPECIFICATION

Features and specifications are subject to change for further improvement without any notice


