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Speech Dialler

Menvier SD1+

Easy to program
Simple menu driven installation with clear ‘on screen’ 
instructions

Reliable 
Tried and tested Menvier speech dialler technology built on 
15 years experience

Flexible
Huge range of applications such as alarm control panels, 
monitoring industrial machinery or vending machines

Provides the perfect partner to any alarm 
system
When an alarm is activated, the SD1+ will notify up to 4 
different telephone numbers to alert people you know and 
trust to investigate
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Works in conjunction with all quality control panels
8-character Starburst LCD display
Up to 40 seconds recording time
Integral microphone and loudspeaker
Call abort
Passcode protection for programmed information
All information stored in NVM (Non Volatile Memory) - No memory loss after power fail
Dials any combination of 4 telephone numbers
Different message can be routed to any combination of telephone numbers
Delivers one location message and 4 other messages which can be re-recorded as often as required
CTR21 Pan European approved

Description

Technical Specification
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Installer Details :

All Cooper logos are valuable trademarks of Cooper Industries in the U.S and other countries. You are not permitted to use Cooper trademarks 
without the prior consent of Cooper Industries.
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telephone: +44 (0)1594 541 979
fax: +44 (0)1594 545 445
email: marketing@coopersecurity.co.uk

For information on your local stockist 
contact our Marketing Department

The SD1+ speech dialler accepts up to 4 inputs as shown in the diagram.
                                                                                                                                                                                                                                                                                                            
                                                                                                                                                                                                                                                                                                            
           
A – Fire - Calls telephone numbers 1, 2, 3
B – Personal attack - Calls telephone numbers 2, 3
C – Burglary - Calls telephone numbers 1, 2
D – Auxiliary - Calls telephone numbers 4 

The inputs correspond to the messages (A,B,C & D) that the SD1+ sends out and should be recorded as such. If the alarm control panel does 
not have a fire monitoring capability then the SD1+ can accept a direct connection from a suitable smoke alarm such as the Menvier M12 
smoke detector.

Example set up

Call routing example


